
 

 
 
Traffic Services Division 

Equipment Submittal Memorandum 

 

December 17, 2013 
 
TO: Brian Shields, City Traffic Engineer Andrew Morrow, Civil Engineer II 
 Guy Alon, Civil Engineer, Sr. Larry Killer, Sr. Traffic Engineering Technician 
 Victor Godinez, Sr. Traffic Engineering Technician David Miller, Supervisory Civil Engineer 
 Trever Leikam, Sr. Traffic Engineering Technician Ron Hyland, Transportation Project Inspector, Sr 
 Greg Scharff, Public Works Superintendent Mark Zarda, Construction Inspector I 
 Buck Taylor, Traffic Signal Specialist Ron DeSota, Transportation Project Inspector, Sr 
 Carl Estep, Traffic Signal Specialist Marvin Furgison, Inventory Control Clerk 
 Thuan Tran, Traffic Signal Specialist Sean Ruis, PW Maintenance Supervisor  
 John Hightower, Traffic Signal Specialist Rich Profaizer, Mgr. Maintenance Operations
 Tony Brenton, Street Lighting Technician Tim Morgan, Street Lighting Technician  
 Terry Cockrell, Street Lighting Technician Teddy Miro, Maintenance Worker 
 Carey Seaborn, Maintenance Crew Leader Brandon Melius, Construction Inspector II 
 Dennis Torrence, Traffic Control Technician Jerry Rogers, Sr. Traffic Control Technician
 Justin Tate, Street Lighting Technician Israel Barradas, Traffic Control Technician 
 Ed Reyes, Engineering Technician, Sr Jim Cannon, Construction Inspector, Sr 
 Rob Allen, Maintenance Worker, Sr Dan White, Construction Inspector, Sr 
 
 Please forward this information on to other interested parties that are not listed above. 
 
 
FROM: Bruce Wacker, Assistant City Traffic Engineer 
 
 
RE:  
 
 
REMARKS: 

Carmanah Technologies Corp Rectangular Rapid Flashing Beacon (RRFB) 

The Carmanah Technologies Corp Rectangular Rapid Flashing Beacon (RRFB) has been 
approved for use where directed by the City Traffic Engineer. 
 
The part numbers are as follows: 
Solar Engine (Natural Aluminum) – R920 
Light Bar w/ Confirmation Lights – 68352 
2” to 2 ½” Square Post Mount – 68362 
 
Solar Engine Options:  
Optional Powder Coat Finish (Black, Yellow, Green) 
 
Mounting Options: 
4” to 4 ½” Dia Post Mount (Yellow – 69103; Black – 69104; Green – 69105; Natural – 69106 
Side of Post Mount - Solar Engine (Yellow–69109; Black–69107; Green–69108; Natural - NA) 
 
 
 


