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Detail A=A
Grounding Lug (71724)
Alloy 6065—T6
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125" Wall Alloy 6063—T6 = = H\L
Black Painted Finish To Match Sample S R =
12 3/8” Dia. .&
/ »
Note: Bolt Circle —I 7 3/4" -
1) Pole Meets 1994 AASHTO For A 80mph , %\ﬂ
Wind Area For A Luminaire With Maximum 17" 5q. O 1/4” Wall
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LTI Section BB 27 11 3/8" To 12 3/8"
[ | Cast Alum. Tapered Fluted Base Section C—C Dia. Bolt Circle
— (77409—003) With Door (3 3/8" 4 1/2” —/
Opening) And Stainless Steel Screws g j
-—4” Dia. \ \
\
L\ \ K>and Convex Weld Smooth (4) 1/2"—13NC Galv. Sti. Anchor Bolts S A
10” AASHTO M314—90 Grade 55, 10”7 Of 27
Ground Lug (71724) Threaded End Galv. Per ASTM A153. /
\ - - (4) 1/2"—13NC Galv. Stl. Hex. Nuts ]
|1~ Lug & Door (4) 1/2” Galv. Stl. Lockwashers et
L 2 (4) 1/2” Galv. Stl. Flatwashers ;
, ) Cast Alum. Octagonal Base (27376)
1o 1/ " With Door (8" x 9 1/2” Opening) 5
=21/ B B And Nylon Screws .
! ﬁ \A Fluted Tube Section
7 \ H/\\qux Alum. Base Cover (79406)
» \,(\ With Stainless Steel Set Screws
See Detail A-A .
\\boow Side
_ \ \ Ref: /72321 WARNING: DO NOT INSTALL LIGHTING POLES WITHOUT LUMINAIRES
1/4” x 1 1/2” Long Alum. Ground Lug NO. REVISIONS DATE e _,
1/2” Sa. " With 3/8"~16NC Tapped Hole [ Was 77970 Base With 5.5 Screns ___(kdp) [i/12 __[J_LICHTING POLE
\Nmbﬁg QVERLAND PARK, KS
SCRE /TG DATE 08,03,2010
. DRAWN NX\ DWG. NO.
Abingdon, Va. — ﬁ/ \ ,Q Q % (W




