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Features & Benefits

+ Long barrel length
¢ Ideal for 600 volt heavy duty
applications Also may be used at
higher voltages up to 35kV
+ Four (4) center conductor stops
¢ Provides a center wire stop for
proper conductor insertion
+ High pull out force
¢ Provides added security for much
greater mechanical and electrical

properties
Conductor Dimensions Installation Tooling A

Mechanical Y35m, Y39, Y750, Y46* A Wire

Catalog x Dieless MD6 Die Number | Color | Die Index & Strip
Number AWG MM?| L B (# of crimps) YIMRTC | MD7-34R | OUR840 (#crimps) | Code | Embossment| Length
YS8C 8st. | 10 | 1.75 | 0.78 W8CVT (2) | X8CRT (2) | USCRT(2) | Red 49 718"
YS6C est. | — |238[100]  YBIKET() Iyqyrrcp) .
Y81KFTMBH (1) W5CVT (2) | X5CRT(2) | USCRT(2) | Blue | 7or37a | 1-3/16

YS4C ast. | — | 255 [ 1.09 YIMRTC (4) | WACVT (2) | X4CRT (2) | UACRT(2) | Gray | 8or346 | 1-3/16"
YS3C | 3St/2S0l.| 25 | 2.80 | 1.22 — [ uscrT) _ White 9 15/116"
W2CVT (2) | WaevT 2 \

YR2C2WT | 2Str./2Sol. | 25 | 3.03 | 1.25 VIVRTC wchTizi W2CRTE2; U2CRT(2) | Brown 10 158
Ys2C 25t | 35 | 282 | 1.22 W2CVT (2) | X2CRT(2) | U2CRT(2) | Brown 10 15116"
Ys1C 1str. | 50 | 3.07 [1.34| YBIKFT(2) WACVT (2) | XICRT-1 2) | UICRT-1 2) | Green | 11or375 | 1-7/16"
Y525 0S| — | 3.08 | 134 PX%TEIT:]M??V(?%) W25VT (4) | X25RT (4) | U25RT(2) | Pink | 120r348 | 1-716"
Y526 20St. | 70 | 330 | 145 W26VT (4) | X26RT (4) | U26RT(2) | Black 13 19/16"
vs27 0S| — | 330 | 145 W27VT (4) | X27RT(4) | U27RT(2) | Orange 14 19/16"
YS28 4ost. | — | 357|158 W28VT (4) | X28RT (4) | U28BRT(2) | Purple 15 1-1116"
Y529 250 kemil | 120 | 3.58 | 1.58 W29VT (4) U29RT (2) | Yellow 16 1-1116"
YS30 300komil [ 150 [ 434 [195 | ygier ) W30VT (4) U3ORT (4) | White | 170r298 | 2-1/16"
YS31 350 kemil | 185 | 4.35 | 1.95 | YB1KFTMBH (3) W31VT (4) UBIRT(4) | Red | 180r324 | 2-1/16"
YS32 400kemil | — | 462 | 208 | PATBIKFTA8V3) | ™ waovr () U2RT(4) | Blue | 190r470 | 2-316"
YS34 500 kemil | 240 | 491 | 2.2 wanvT @) | U34RT (4) | Brown | 200r209 | 2-5/16"
YS36 600 komi_| 300 | 585 | 263 Y8\1(§:=§FMTB(|:1)(4) USGRT(4) | Green | 2201472 | 2-3/4"
Ys39 750 kol | — | 6.38 | 281 pargakeT-1av (o) U39RT @) | Black 2 2-15/16"
YS44 1000 kemil | 500 | 6.5 | 2.94 _ P44RT (2 | White 27 31/16"
Y546 1500 kemil | — | 7.01 | 3.13 P46RT (6)™ | Green 31 3-1/4"
YS48 2000kemil | — | 757 | 327 - L48RT (4) | Brown 34 3-3/8"

(@ Not color coded.

* Use PUADP-1 adapter with U dies in Y46 HYPRESS™.
** P44RT for use with Y46 HYPRESS™ only. PUADP-1

adapter not required.

*** The MM? conductor sizes listed are the recommendations
for Class 2 conductor.

m  The maximum size for the Y35 is 400 kemil.

A See tooling section of this catalog for complete tool and
die listings

+ For applications greater than 2000 Volts consult cable
manufacturer for voltage stress relief instructions.

1 Requires Y60BHU HYPRESS™ with L48RT die set.

Note: All dimensions shown are for reference only.

Blue highlighted items are industry standard and most frequently ordered.
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