
.125" THK. MATTE-CLEAR
POLYCARBONATE FACE

HIGH OUTPUT WHITE LEDs

TO FORM R10-11b LEGEND

<6"E>

NOTES:

1.  SIGN SHALL BE FULLY GASKETED AND WATERTIGHT.
2.  SIGN SHALL BE EQUIPPED WITH FOUR DRAIN HOLES LOCATED
     IN THE LOWER CORNERS OF THE HOUSING.
3.  HINGE AND ALL FASTENERS TO BE STAINLESS STEEL.
4.  MESSAGE FORMED BY A HIGH OUTPUT WHITE LEDs CENTERLINING 
     THE HIGHWAY D AND E LETTERS.  
5.  WHEN NOT ENERGIZED, SIGN SHALL BLANK OUT WITH NO PHANTOM IMAGES.
6.  EXTERIOR HOUSING COLOR SHALL BE DESIGNATED ON ORDER.
7.  FACE PLATE AND INTERIOR OF THE SIGN SHALL BE FLAT BLACK.
8.  DUE TO VIBRATION CONCERNS, NO SOLDER JOINTS SHALL BE ALLOWED FOR 
     LED CONNECTIONS.  WIRE WRAP CONNECTIONS SHALL BE USED PER MIL SPEC 217.
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1 1/2" THREADED
MOUNTING HUBS (2)

PHOTOCELL

36"


