
SSB75‐30

LBBS38A

XST001

XST000

XST021

XST156

XST256

XAPC238RD

XAPC278RD

XAPC350RD

XAPC450RD

XAB750

HHCS516‐1NSS

Aluminum clamp set for 4" pipe (4½" O.D.)

Sign Backer Bar set for XAPC series clamp

5/16" Stainless Steel cap screw and flange nut

25 per box

25 per box

25 per box

25 per box

100 per box

100 per box

42.80#

44.00#

47.60#

53.60#

19.80#

4.40#

Aluminum clamp set for 2" pipe (2⅜" O.D.)

Aluminum clamp set for 2½" pipe (2⅞" O.D.)

Aluminum clamp set for 3" pipe (3½" O.D.)

PART 

NUMBER

STANDARD 

PACKAGING
WEIGHT PER 100

ALUMINUM SIGN MOUNTING BRACKETS
FOR ROUND POSTS

XAPC SERIES POST CLAMP (FOR SINGLE OR BACK TO BACK SIGN MOUNTING)

DESCRIPTION

1 per box

50 per box

50 per box

100 per box

100 per box

4.50#

7.30#

7.60#

2.10#

3.70#

Spin tight tensioning tool for up to ¾" x .030 banding

Straight leg bracket with bolt and washer

Flared leg bracket with bolt and washer

¾" banding wing seal

¾" banding buckle

STAINLESS STEEL BANDING AND BRACKETS
PART 

NUMBER

STANDARD 

PACKAGING

1 roll

10 sets per box

WEIGHT PER BOX

7.70#

2.60#

DISCRIPTION

¾" x .030 stainless steel banding ‐ 100' rolls

SS "L" Shaped banding brkt. Assy. w/ HDW (see illus. 

XST156 XST256

XST000

XST001

XST021

LBBS38A

XAPC__RDXAB750 Single Sign Mount Back to Back Sign 
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