ANTI-THEFT DEVICE —NOTES—

, , FINISH  HOT DIP GALVANIZE PER ASTM-A153 (LATEST REVISION)

¢R 1 X BimasERHEAD BOLTS BASEPLATE TO BE PERPENDICULAR TO SHAFT AXIS (1°> AND HOLE
(4> 1+ ROUND WASHERS CENTERLINE CONCENTRIC (* 188> TO SHAFT AXIS

STENCIL MIN. 1/2 IN. LETTERS MANUFACTURER'S NUMBER

AFTER GALVANIZING

PILOT POINT AND SHAFT AXES TO BE CONCENTRIC (* 125 FIMY AND
IN LINE (£2°),

FLAME CUT TWD SLOTS IN SHAFT PERPENDICULAR TO THE BASEPLATE
PREHEAT, TUMBLEBLAST, HANDGRIND, AND CLEAN BASEPLATE,

HELIX, AND PILOT POINT ON ALL WELDED AREAS

) FLAMECUT IRREGULARITIES PERMISSIBLE: (1> VALLEYS NOT TO

,J ww.uH>_ DRIVE HOLES EXCEED 3/32 IN. BELOW NOMINAL SURFACE LEVEL, <(2) PEAKS OR

1. 25"

15" SQ.

7° DIA,
CENTER HOLE

14, 5" DIA, BOLT CIRCLE
DRILLED AND TAPPED

N 00Ul A W e

L SPACED POSITIVE IRREGULARITIES NOT TO EXCEED 1/32 IN. ABOVE NOMINAL

NOTE-5 SURFACE LEVEL OR INTERSECTIONS OF NOMINAL SURFACES.
8. MANUFACTURER TO HAVE IN EFFECT INDUSTRY RECOGNIZED WRITTEN

ONTROL FOR ALL MATERIALS AND MANUFACTURING PR _
%HHHHHHH 6 63 DIA DD QUALITY CONTROL F SLLCES

< 9. ALL MATERIAL IS TO BE NEW, UNUSED AND MILL TRACEABLE
+ 23" WALL THICKNESS MEETING THE FOLLOWING SPECIFICATIONS

, 12 DIA. HELIX BASEPLATE:  ASTM A36-CLATEST REVISION) STRUCTURAL STEEL
. 12 (CONFORM TO AASHTO TECH. BUL. #270)
60 INCLUDES PLATE TO RETAIN  SHAFT: ASTM A252-(LATEST REVISION) GRADE 2, STEEL PIPE PILES
ANTI-THEFT DEVICE ALTERNATE MATERIAL: ASTM AS3-CLATEST REVISION) TYPE
_ E OR S, GRADE B, STEEL PIPE OR ASTM ASO0-CLATEST

REVISION> GRADE B, STRUCTURAL STEEL TUBING

14.75 SQ HELIX: ASTM A635-CLATEST REVISION> 3/8” THICK HOT ROLLED STEEL
' ' PLATE OR COIL.
_ PILOT POINT: ASTM AS75-CLATEST REVISION) 1-1/4" DIAMETER HOT ROLLED

ANTI-THEFT DETAIL MAX BOLT CIRCLE BOLTS mmwummmu BOLT, 1-8UNC-2A PER ANSI B18. 2 1, SAE J429
DIA 177 _
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w ~ >z._.H|._.Im_.|._.Z>nIHzmwn_~m£_nn_szZD._.H_uzU_NH<_.H_N_“_CZUIN»UZ»OIHZNMOWNE
BOX GUARD IS >* DIA POLE OPENING GRADE 2, ZINC PLATED.

RETAINING CLAMP CAN
STEEL 1/4* j._Hn_A|/\w \| ACCEPT (3> 00 GA. ANTI-THEFT CLAMP ASSEMBLY: STEEL PER ASTM A36 STRUCTURAL STEEL.

H d WIRES OR SMALLER RUBBER PADS: ELASTOMER PER CLASS 4 RUBBER BLANKET. MINIMUM OF 40 DUROMETER.
7 % I % 7| SHRINK WRAP

3/8" f \AHUWWWWWWWNWﬁ CLAMP PLATE 10. BASEPLATE IS PERMANENTLY STAMPED WITH MANUFACTURER’ S

PADS ARE ¥’ THICK —H J) 1S STEEL %* HumquwHo>qHuz.>wo.>zuﬂmHzH\m.rmqﬁmmw_u»qmnuum
%'-20 X 150° SCREW =/ THICK IN 1/4* LETTERS.

11.0" 11, BASEPLATE PERMANENTLY MARKED TO INDICATE CABLEWAY OPENING IN SHAFT.
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