Vacuum Formed ABS

Vacuum formed backplates are fabricated from black ABS UV stabilized
plastic sheet with hair cell finish on front side, smooth finish on back
side, 5/8” flange on all sides, and 3" corner radii. Each are designed to
precisely fit manufacturers signal head and are supplied with necessary
hardware.

BK-1000 Series
Straight Backplates,
Vacuum Formed ABS Plastic, .125”

Signal
1000 Series Manufacturer
BK- - [ ] - PNC

Note:
See Charts Below to specify part number, ie., BK-1003-A-PNC

STRAIGHT BACKPLATES
SIGNAL No. of 1000 Series
SIZE SECTIONS [VACUUM FORMED .125" ABS
BK-1003-SERIES 8 1 BK-1012
12", 3 Section 8 v 3 BK-1006
EXAMPLE 12 1 BK-1001
12" 2 BK-1002
; 12" 3 BK-1003
% ] Crzrr) 12" 4 BK-1004
12" 5 BK-1005
SIGNAL MANUFACTURER
Eagle Sig/Automatic (poly) ..... A
Eagle SA (poly) wooveviiieiine. E
Eagle/Mark IV (alum) ............. F
TCT e C
McCain v N
Fortran ... FT
Econolite 2002 (poly) .......... L3
Econolite 2002 (alum) ........... L4
Walker Brothers .................. WB

BK-1004-SERIES
12", 4 Section
EXAMPLE

Note:
1. All Signal Manufacturers may not be available.
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