3/8-7 X 2 1/2 [64]
1/2 [13] X 2 [51] PULL SLOT
W/ 93/16 [5] CENTER PIN LONG S.S. HEX AUGER HEAD BOLT

2 PLACES

$3/8 [10] S.S.
FLAT WASHER
2 PLACES

2X #5/8 [16] THRU HOLE
W/ o1 1/4 [32] X 1/2 [13]
DEEP COUNTERBORE

QUAZITE LOGO

PG1118HA0046

SKID RESISTANT
SURFACE MS-86

4
mﬂmm

CUSTOMER APPROVAL

APPROVED BY:
DATE:

3/8—7 SELF ALIGNING,
REPLACEABLE S.S. EZ-NUT
2 PLACES NOTES:
_“wﬂm 1. CUSTOMER IS GEORGIA DOT.
ow”_ LOGO TO BE SPECIFIED: TRAFFIC SIGNAL
\_\m 2. THIS ASSEMBLY IS RATED FOR A STATIC DESIGN
om LOAD OF 15,000 LBS. [66,720 N] OVER A 10 [254]
mN@ X 10 [254] AREA AND MUST PASS A MIN. STATIC
N \_\_\_ TEST LOAD OF 22,500 LBS. [100,085 N].
1@ DIMENSIONS ARE IN INCHES OR MILLIMETERS IN BRACKETS UNLESS OTHERWISE NOTED.
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