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A High Strength Adhesive for Bonding Polyethylene, 
PVC, Fiberglass, Metals and Composites 

 
 
 

 
BonDuit® Conduit Adhesive 
Bonds Polyethylene To: 

 
 
 

 PVC Couplings 
 Above Ground Conduit 
 Steel Sweeps and Elbows 
 FRE® & Composite Connections 
 Transition Couplings 

 
 

BonDuit® Conduit Adhesive Creates Strong, Long-Lasting Bonds 
BonDuit® Adhesive creates airtight and watertight splices.  Bonds are durable with 
high tensile strength within an hour.  The strong bonds withstand movement and 
vibration. 

 

 

Polyethylene to Steel   Polyethylene to Fiberglass Polyethylene to Polyethylene 



BonDuit® Conduit Adhesive Is Easy to Use and Cost Effective 
 
BonDuit® Adhesive requires no special training and minimal labor.  Total installation 
time is less than 5 minutes.  Convenient kit contains all material to make the 
connection.  BonDuit® provides a low cost solution compared to alternative 
methods. 

Applications Per Kit 
 
 

 
 
 
 

BonDuit® Conduit Adhesive Kit Ordering Information 
 

  Part # Description 

  
BT-KITG Kit contains 2 50-mL adhesive cartridges, 8 mixing nozzles, 1 strip 

of sanding cloth, 8 TR-1 cleaning wipes, and 1 dispensing tool. 

  
BT-KIT 

Kit contains 2 50-mL adhesive cartridges, 8 mixing nozzles, 1 strip 
of sanding cloth and 8 TR-1 cleaning wipes. (Dispensing tool not 
included.) 

  
BT-KITB6G Bulk kit contains 12 adhesive cartridges, 48 mixing nozzles, 6 strips 

of sanding cloth, 48 TR-1 cleaning wipes, and 1 dispensing tool. 

  
BT-KITB6 

Bulk kit contains 12 adhesive cartridges, 48 mixing nozzles, 6 strips 
of sanding cloth and 48 TR-1 cleaning wipes. (Dispensing tool not 
included.) 

  BT-TOOL 1 Dispensing Tool 
  BT-10NOZZLE 10 Mixing Nozzles 
  BT-CART12PK 12 Adhesive Cartridges in a Package 
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Important Notice: The statements here are made in good faith based on tests and 
observations we believe to be reliable. However, the completeness and accuracy of the 
information is not guaranteed. Before using, the end-user should conduct whatever 
evaluations are necessary to determine that the product is suitable for the intended use. 
 
American Polywater expressly disclaims any implied warranties and conditions of 
merchantability and fitness for a particular purpose. American Polywater's only obligation 
shall be to replace such quantity of the product proven to be defective. Except for the 
replacement remedy, American Polywater shall not be liable for any loss, injury, or direct, 
indirect, or consequential damages resulting from product’s use, regardless of the legal 
theory asserted.  
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Makers of Polywater® and Dyna-Blue® Cable Lubricants and 
Pull-Planner™ 3000 Software 

 
              P.O. Box 53 
Stillwater, MN 55082 

U.S.A. 
 

800-328-9384 
custserv@polywater.com (e-mail)                   1-651-430-2270 
www.polywater.com (URL)      fax  1-651-430-3634 

Conduit Size Coupling Length Applications 
 per BT-CARTRIDGE 

1-¼ inches 2 inches 15-20 
1-½ inches 2 inches 12-18 

2 inches 3 inches 10-15 
2-½ inches 3 inches 8-12 

3 inches 4 inches 6-9 
4 inches 6 inches 4-6 
6 inches 6 inches 2-3 
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